
Premium Microchips  
for Rescues & Shelters
Global leader in electronic ID for companion animals for more than 30 years!

SLIM Polymer Microchip
The PetLink SLIM microchips are a smaller 
microchip that doesn’t compromise 
read distance. Our revolutionary, bio-
compatible, polymer chips come preloaded 
in sterile syringes ready for implantation 
and are designed for ease-of-use. Our 
special “No Return Click” syringe offers 
the added safety of a locking injector, 
preventing the microchip from being 
sucked back by the piston.

The needles are easily separated from the 
syringe for quick sharps disposal. 

Each syringe includes corresponding 
adhesive documentation and record keeping.

Standard Glass  
Microchip
PetLink Standard microchips come pre-
loaded in a sterile syringe designed for 
maximum ergonomic comfort. The syringe 
can be used with one hand, leaving you one 
hand free to calm the animal.

Our special “No Return Click” syringe offers 
the added safety of a locking injector, 
preventing the microchip from being sucked 
back by the piston.

Each syringe includes corresponding 
adhesive barcode labels to simplify 
documentation and record keeping.

Value Glass Microchip
PetLink Value microchips come pre-loaded 
in a sterile, single-use syringe. Each is 
wrapped and ready for use. Each syringe 
includes corresponding adhesive barcode 
labels to simplify documentation and record 
keeping.

The needles are easily separated from the 
syringe for quick sharps disposal.
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Contact us at  
1-877-PETLINK (738-5465)

or email us at  
petlink@petlink.net

www.petlink.net  
ussales@datamars.com

PetLink Mailing Address:
Datamars, Inc. 345 West Cummings Park, Woburn, MA 01801

Dimensions  
0.43” X 0.06”

Weight  
0.001 oz

Casing  
Bio-compatible 
polymer

Syringe  
14-gauge

Frequency  

134.2 kHz

Memory  
64-bit (ISO 11784/5)

Technical  
Specifications

Dimensions 
0.52” X 0.0083”

Weight 
0.004 oz

Casing 
Bio-compatible glass

Syringe 
12-gauge

Frequency 
134.2 kHz

Memory 
64-bit (ISO 11784/5)
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